2099-01 Upgrade Kit
Instructions For Use (IFU)

!

CAUTION

Before use, refer to MAXAIR Systems User’s Instructions (P/N 02521215, received with each Helmet) for details.

For Use With
The MAXAIR 2099-01 Upgrade Kit is to upgrade a MAXAIR 2065-03
(PN 02531219) Helmet to a 2025-03 (PN 02531222) Helmet.

MAXAIR 2099-01 Upgrade Kit Components
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O.N. 2099-01
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Symbol Definitions

!
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Warning, Caution, or Note

O.N.

Order Number

!

WARNING

PN

Part Number

Use only if package is received unopened and contents are
undamaged. If damage is noted, contact the shipper for replacement
or repair.

1. 2025-03 Outer Shell

2. 2051-07 SnapOn Cage

3. MAXAIR Screwdriver

4. Rivets

Regulatory
NIOSH

Prior to using any MAXAIR® System or component, be sure to be
familiar with the system’s NIOSH approved configuration.
DO NOT use if any component is damaged. If any components are
damaged or contaminated and therefore unfit for safe and effective
use, they should be replaced immediately.
Only trained and experienced personnel who have read and understand the User’s Instructions should use this product.
Failure to follow the User’s Instructions, these and in the MAXAIR
Systems User’s Instructions, P/N 02521215, may be hazardous to
the user’s health.
The institution using this product in any application is responsible for
determining the appropriateness of this equipment relative to regulatory requirements. Bio-Medical Devices Intl, Inc. does not recommend the appropriate systems for a particular institution or facility.
Use only MAXAIR Systems/ NIOSH approved compatible
components.
Follow current local regulations governing biohazard waste to safely
dispose of used shrouds.
If you need more information, contact your BMDI Sales
Representative, or call BMDI customer service at 1-800-443-3842.
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2099-01 Upgrade Kit
Instructions For Use (IFU)
Disassemble Filter Frame, Headband, and Outer Shell From 2065-03 Helmet:
Remove Filter Frame

1

1

2

2

1. Use screwdriver flatblade to
pry up-and-out the two rivets
(1 and 2) at the front of the
Helmet.

2. Use screwdriver flatblade to
pry up-and-out the two rivets
(1 and 2) at the rear of the
Helmet.

3. Lift Filter Frame up and
off of Helmet.

Remove Headband

1. On one side of the
Helmet, grasp and
hold the Headband
Mounting Nut.

2. Use the long edge of the screwdriver flat blade to loosen
cooresponding Headband Mounting Bolt by turning counterclockwise). When loosened, use the flatblade short edge to fully
remove the bolt. Set the nut and bolt aside for reassembly, later.

3. Repeat 1 and 2 to 4. Lift Helmet Headband away from
remove Nut and
Helmet and set
Bolt from other side
aside for reassemof the Helmet.
bly, later.

Remove 2065-03 Outer Shell

1. Remove the two rivets, one on each side, on the underside front of the Helmet.
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2099-01 Upgrade Kit
Instructions For Use (IFU)
Assemble 2025-03 Outer Shell, Re-assemble Headband, and add Cage
Assemble 2025-03 Outer Shell

CAUTION
Be sure the outer shell bottom edge is securely inside
the bottom trough of the inner shell all the way around
the shells.

1. Attach the 2025-03 Outer Shell (with white front and side
Adapters) over the top and onto the Helmet/Inner Shell with its
bottom edge into the trough of the Inner Shell - all around.

CAUTION
Be sure to insert rivets into holes before compressing them.

a
Front underside
rivets installed.

2. On one side of the underside front of the Helmet, insert a
new rivet in the aligned holes of the Outer and Inner Shells.
Compress the Rivet fully to secure the Shells together. Repeat
on the other underside front of the Helmet.

b
Rear Top rivets
installed.

3. Insert a rivet in one top rear side outer shell rivet hole.
Compess the Rivet fully. Repeat on the other top rear side of
the Helmet.

Top front rivets
installed.

4. Insert one rivet in one top front side outer shell rivet hole.
Compess the Rivet fully. Repeat on the other side front top
of the Helmet.
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2099-01 Upgrade Kit
Instructions For Use (IFU)
(Re) Assemble the Headband

b

b

b

a

a

a
1. Attach one Headband side
Mounting Tab (a) to the Positioning Washer (b) on that side
of the Helmet.

5. Tighten the Bolt using
the long edge of the flatblade of the Screwdriver.

2. Insert one Headband Nut (a) into
the Mounting Tab and, from the outside, insert one Headband Bolt (b),
and turn clockwise to begin threading into the Nut.

3. Screw Bolt into Nut
but do not tighten.

4. Holding Helmet upside down,
align the bottom of the Headband (a) to the bottom front of
the Helmet (b).

6. Repeat steps 13-17 for the
other side of the
Headband and Helmet.

Assemble the SnapOn Cage

1. Place the 2051-07 SnapOn Cage
over the top of the Helmet.

2. Snap the rear Snap Tab to the
Helmet rear top Snap.

3. Snap the right (or left) side Snap
Tab to the Helmet right (or Left)
side Snap.

4. Snap the other side Snap Tab to
the Helmet other side Snap.

Assemble the Short Front and Side Adapters (if not pre-installed on the 2025-03 Outer Shell)

1. Place the front short
adapter over the outer
shell front snap.

2. Press down firmly on the
adapter until it snaps
securely on the front
snap.

3. Place a side adapter on
the right (or left) side
outer shell snap.

4. Press down firmly on the
adapter until it snaps
securely on the front
snap.

5. Securely snap the other
side adapter to the
Helmet other side Snap.

The upgrade is complete.
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