2270-01 Pre-Filter DLC*- Hood
Instructions for Use
*Disposable Lens Cuff

Intended Use:
O.N. 2270-01SM (Small-Medium)
O.N. 2270-01ML (Medium-Large)

Symbol Definitions
Warning! , Caution!, Important!

See information supplied by the manufacturer. Failure to follow user instructions
may be hazardous to the user’s health.

Lithium-Ion rechargeable batteries
must be recycled or disposed of
properly.

Per Directive 2006/66/EC, collect
and recycle battery packs according
to EU Member State regulations.

Rechargeable, For use only
with 14.8V Li-Ion Battery.

During use do not subject batteries to
temperatures above 60°C (140°F).

Do not drop.

Do not place in or near fire.

Do not puncture.

Do not attempt to disassemble,

Order Number

Part Number

The MAXAIR® CAPR® DLC Pre-Filter Hood Systems are
intended to filter aerosolized and droplet particulates.

For Use With:
The MAXAIR 2270-01 Pre-Filter DLC-Hood is a component of
the MAXAIR CAPR Hood Systems and are intended to be
donned with a MAXAIR CAPR Powered Air Purifying Respirator
(PAPR) 2070-03 Helmet and 2165-10 Post-Filter Cartridge.
Hoods are designed for single use applications.

Do not immerse in liquid.

Standard 710 CAPR 2270-01 Hood System includes Year of manufacture

WARNING:
Use only if package is received unopened and contents are
undamaged. If damage is noted, contact the shipper for replacement
or repair.
Prior to using any MAXAIR System or component, be sure to be
familiar with the system’s NIOSH approved configuration.
Read and understand the User’s Instructions Manual.
Failure to follow the User’s Instructions Manual may be hazardous to
the user’s health.
The institution using this product in any application is responsible for
determining the appropriateness of this equipment relative to
regulatory requirements. Bio-Medical Devices Intl, Inc. does not
recommend the appropriate systems for a particular institution or
facility.

1. 2070-03 Helmet and Power Cord

4. 2000-30 Battery

2. 2165-10 Post-Filter Cartridge

5. 2000-76 Battery Belt

3. 2270-01 Pre-Filter Hood

6. 2600-01 Battery Charger

Materials:
DLC Lens is
DLC Cuff is
Hood Shroud is
Filter is

Specifications:

Temperature Limit :

Efficiency Rating:

99.97%

DO NOT use if any component is damaged. If any components are
damaged or contaminated and therefore unfit for safe and effective
use, they should be replaced immediately.
Use only MAXAIR Systems/ NIOSH approved compatible
components.

Regulatory:

The hoods are not intended for use against oily particulates such as
paint mist, oil mist or detergents.
NOT for use in atmospheres immediately dangerous to life or health
(IDLH), and atmospheres containing less than 19.5%
oxygen.
Follow current local regulations governing biohazard waste to safely
dispose of used hoods.
If you need more information, contact your BMDI Sales
Representative, or call BMDI customer service at 1-800-443-3842.
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CAUTION: Prior to Donning, refer to the 710 CAPR System User’s Instructions Manual (received with 2070-03 helmet)
for details. Always start with a 2270-01ML unless the wearer has a very small head. (See step 15.)

Prepare Hood and Helmet for Assembly:
IMPORTANT: Read the User’s
Instructions Sections 1 through
23 before proceeding.

1. Remove hood from packaging
and lay hood on counter with
lens/snaps facing up.

2. If necessary use a thin, flat blade to gently remove Front and Rear Adapter
Posts.

Assembly:

3.

6.

Snap one side of Hood DLC to
one side snap of Helmet (DLC
Cuff facing in).

Grasp Hood Snap Tab and begin
pulling hood up and over helmet .

4.

7.

Snap front of Hood
DLC to center Helmet
snap.

Continue pulling over and down
the back of the helmet.

5.

8.

Snap other side of Hood
DLC to other side snap of
Helmet.

Secure the Hood Snap Tab
on the lower rear Helmet
snap.

Dis-Assembly:
Reverse steps 3 through 8 to
remove Hood from Helmet.

WARNING: Dispose of contaminated Hoods according to
your Institution’s protocols.
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Donning:

9.

Connect the Helmet Power Cord to Battery;
ensure Cord Connector is fully seated to
bottom of Battery Receptacle.

12. Pull Helmet over and
down onto head.

11. Hold Helmet in one hand,
pull Cuff down with other
hand, and place chin into
Cuff.

10. Loosen rear Ratchet Knob
(counterclockwise).

13. Secure Helmet by
tightening Ratchet Knob
as tight as comfortably
possible, while ensuring
stability.

14. Pull back of Hood over, and
down behind Helmet.

15. Slide fingers between face
and Cuff on both sides from
chin to temples to ensure
slight Cuff-to-face tension*.

* If there is a lack of tension, switch to 2270-01SM.

≤ 1/2
inch
(~1.25
cm)

16. Ensure that the front
Headband is within 1/2
inch of eyebrows for
good visualization of
the Safety LEDs

17. Pull lower ties around from
back and place through tie
slits in hood bottom. Tie
securely.

18. Pull upper ties
around and to front
and tie securely
under Lens. Ties
should be within
about 1/2 inch from
neck.

19. Suitable body cover gown
is recommended. Tuck
Hood Shroud under body
cover gown for optimum
protection.

Doffing:
Reverse steps 9 thru 19 to doff
Helmet and remove Hood.

P/N 01021400 Rev A

